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                                                      TECHNICAL DATA SHEET                           Revision date: 08.08.2024 
 
 

                                                     UPHOLSTERY CLEANER 
 
 

Article number:                                                     49751 
 
Colour:                                                                        сolourless, slightly milky 
 
Odour:                                                                            characteristic 
 
Intended use:                                                                   Car care products - all vehicle types / Upholstery cleaner 

with stain remover 
                                                                                                         
General characteristics:                                             Strong washing agent for cleaning fabrics and upholstery.      

Effective in removing dirt and stains from deep within 
the fabric which makes the panels, carpets, ceilings, 
seats, coverings, vinyl upholstery and rugs look like 
new. In case of single stains, it can be used as a stain 
remover.  
Do not use on leather surfaces! 

    removes tough stains 
    cleans and renovates upholstery  
    neutralizes unpleasant odors 

TECHNICAL CHARACTERISTICS 
 
Physical state: liquid 
Density: 1.00 g/cm3 
pH: 8 
Solubility in water: soluble 
 
APPLICATION PROCESS 

 
Before use, carefully read and observe the warning texts on the label!  
 

    Turn the nozzle to the spray position 
    Before use make a test application in an invisible place to check the effect on the colours 
    Apply the product approx. 25-30 cm away from the surface to be treated 
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    Wait for 1 min until the product reacts with the dirty surface 
    Clean the surface with a wet porous sponge, dry cloth or a brush 
    Rinse the sponge and clean the surface again. If necessary, repeat the process 

 

ATTENTION 
Do not use on leather surfaces. 
 
Shelf life: 
60 months in the unopened original container at temperatures between +5°C and +25°C.  
Protect from freeze and direct sunlight. 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

This release replaces all eventually earlier issued versions. 
 
For additional information, not contained in this Technical Data Sheet, please contact the supplier under: 
e-mail: info@chamaeleon-produktion.de 
For safety information, please refer to the corresponding Safety Data Sheet. 


