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  SUPER STRONG WHEEL RIM CLEANER  
 
 
Article number:                                                     49721 
 
Colour:                                                                       сolourless 
 
Odour:                                                                           characteristic 
 
Intended use:                                                                 Car care products - all vehicle types / Rim cleaner 
 

General characteristics:                                         Efficient cleaning fluid for all kinds of wheels. This cleaner 
has a "bleeding effect" which reacts with strong 
contaminations and breaks them down. A change of 
colour from clear to red indicates the operation. 
Removes stubborn dirt from all types of rims: steel, 
aluminum, chrome and lacquered.  

 fast and efficient 
 colour indication 
 removes stubborn dirt and residue from braking 

TECHNICAL CHARACTERISTICS 
 
Physical state: liquid 
Density: 1.017 g/cm3 

pH: 6.5 
Solubility in water: soluble 
  
APPLICATION PROCESS 

 
Before use, carefully read and observe the warning texts on the label!  

 
   Before use, make sure that the rims are cold 
   Turn the nozzle to the spray position 
   Evenly spray on dirty surface 
   Wait for 90 sec during this time the product will turn into a „bloody” colour 
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   A delicate brush or sponge can be used for stubborn dirt 
   If the wheels are not that dirty, the colour change effect might not occur 
   Rinse the rims off with high pressure water 

 
ATTENTION 
Do not allow the product to dry on the cleaned surface. 

 
Shelf life: 
60 months in the unopened original container at temperatures between +5°C and +25°C.  
Protect from freeze and direct sunlight. 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

This release replaces all eventually earlier issued versions. 
 
For additional information, not contained in this Technical Data Sheet, please contact the supplier under: 
e-mail: info@chamaeleon-produktion.de 
For safety information, please refer to the corresponding Safety Data Sheet. 


